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AAM

AA FOOD

型號 Model
電力 Power
瓦特數 Watts
收縮爐尺寸 Shrinking Size WxH
機械尺寸 Machine Size LxWxH
備註 Remarks

AA-311F AA-311FS AA-311FH AA-311MS

220V
5kw

350x150m/m
1180x650x600m/m 1180x650x600m/m

F:風扇(Fan)；H:腳架(Ptand)；S:矽質套管(Silicon Bushing)

收縮包裝機
Shrink Packing Machine

高效率、多功能，優異性能

再度展現不凡的收縮包裝科技領域

Efficie
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Make this machine a su
per sh

rink packing performaer

AA-311FH

特 點 Features

1. 本機使用高品質紅外線管加熱，配合專利的絕緣結構，加熱速度快，美觀耐用，壽命特長。
2. 採用兩組最新型自動溫度控制，以數字設定，精確度高，上、下兩組，溫度可依產品大小，
    自由設定溫度值，使任何產品皆可達到最完美的收縮包裝，並大大降低收縮膜破換率，節省包裝成本。
3. 氣動式球閥，清洗容易。
4. 輸送帶速度控制，使用精密電子式無段變速控制，速度可無段調整，穩定高、故障率低。
5. 機體小，不佔空間，亦可配合腳架固定，方便使用。
1. This machine is designed with high performance infrared ray heater tube in conjunction with patented insulation 
    device giving exceptionally fast heating performance. Elegant appearance, maximum durability, and long service 
    life.
2. Accurate, digital temperature setting is achieved through two sets of the latest automatic thermostator. 
    Both top and bottom temperature settings may be varied as desired to meet various product sizes, which provides 
    an excellent shrink packing operations for a wide variety of products. Also, lowering the possibility of film 
    breakage to the minimum for saving packing cost.
3. Conveyor belt feed speed is accurately controlled by electronic speed controller for maximum stability and 
    minimum trouble. Feed speeds may be infinitely varied.
4. This unit is compact constructed for saving space. A stand is available to fix the machine in place for convenient 
    operations.


